
Ground-Fast™ 
Grounding Panel Fastener 

Device Technologies’ Ground-Fast™ grounding system 
quickly snaps into panels protecting printed circuit boards 
and electronic components. The fastener quickly snaps 
into panel edges to create an electrical ground contact  
between panels. 

Features and Benefits: 
 Flush surface mounting 
 Fast snap attachment 
 Fast removal of lid from panel 
 High closure force 
 High tensile strength 

 
Material: 

 304 Stainless Steel 
 
Electrical Resistivity: 

 28.4µΩ-in. @ 68°F (72µΩ-cm @ 20°C) 

USA Toll Free:+1-800-669-9682 
Phone: +1-508-229-2000 x 130 
Fax: +1-508-229-2622 
Email:  customerservice@devicetec.com 

ISO 9001:2000 and AS9100 B Certified.  Registration No. 950 99 0464. 
Certified Vendor to Fortune 100 & 500 OEMs, JIT w/ MAJOR OEMs 

Worldwide, supported by International Distribution  

The information contained in this datasheet is based on our experience to date and is believed to be reliable. It is intended as a guide for use by persons having technical skill at their discretion and risk. We do not guarantee 
favorable results or assume any liability in connection with its use. Dimensions contained herein are for reference purposes only. For specific dimensional requirements, consult the factory. This publication is not to be taken 
as license to operate under, or a recommendation to infringe upon any existing patents. This supersedes and voids all previous literature, etc. Device Technologies, Inc. expressly disclaims any and all express or implied 
warranties concerning its products including without limitation, warranty of fitness for a particular purpose and warranty of merchantability. 

Part Numbers: 

Product 
Number 

Product 
Size 

G 
Gap              

inches 

0 0.010 - 0.015 

1 0.015 - .020 

2 0.025 - 0.030 

3 0.046 - 0.051 

07115-2      
07115-3 
07115-4 
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Universal Profile 

07115-2 

Universal Profile 

07115-3 

07115-4 

Continuous Profile 

GF-1208/2M 




